6-040 Serrated Screws

Hexagon head style

Product Notes:

» Hexagon screws with underhead
serrations - Phillips/slot head

* Versions with powder locking dot on

Material:

 Serrated Screws: Steel, Zinc Plated
property class 5.8 or Stainless Steel
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d L-mm/inch K-mm/inch D-mm/inch Tool -mm/inch

M5 6/0.236 4.5/0177
M5 8/0.315 4.5/0477
M6 6/0.236 5.5/0.216
M6 7/0.276 5.5/0.216
M6 8/0.315 5.5/0.216
M6 10/0.394 5.5/0.216
M6 16/0.630 5.5/0.216
M6 20/0.787 5.5/0.216
M6 25/0.984 5.5/0.216
M6 30/1.181 5.5/0.216
M6 35/1.378 5.5/0.216
M6 40/1.575 5.5/0.216
M6 50/1.969 5.5/0.216
M8 10/0.394 7.5/0.295

Phillips/slot
version

10/0.394
10/0.394
13.5/0.531
13.5/0.531
13.5/0.531
13.5/0.531
13.5/0.531
13.5/0.531
13.5/0.531
13.5/0.531
13.5/0.531
13.5/0.531
13.5/0.531
16.5/0.650

* This screw is only available with hexagon head.
** As long as stock lasts, hexagon head property class 8.8.
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8/0.315
8/0.315
10/0.394
10/0.394
10/0.394
10/0.394
10/0.394
10/0.394
10/0.394
10/0.394
10/0.394
10/0.394
10/0.394
13/0.512
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Steel, Zinc Plated

202-0506
202-0508
202-0606
202-0607
202-0608
202-0610
202-0616
202-0620
202-0625
202-0630
202-0635**
202-0640
202-0650
202-0810

DIRAK"
HuHS?WEEE
compliant

Stainless Steel

202-0606.04*

202-0608.04
202-0610.04
202-0616.04
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