
LEVELING DEVICES- LMS Anti-Vibration

LMS Anti-Vibration Levelers

Vlier LMS Anti-Vibration Levelers are a swivel leveling device designed specifically to provide low frequency 

vibration isolation and shock attenuation. Steel base molded to 1/2" neoprene elastomer provides superior 

shock, vibration and noise control. Stud style base swivels 15° off the centerline to adjust to uneven 

surfaces and level machine tools, high precision equipment, light machinery, etc.

Steel Base & Elastomer

Steel base molded to 1/2 inch black neoprene elastomer.

Radial Ring Pad

A 3.0 inch radial ring pad provides a sure grip, non-skid support.

10-20 Hz Natural Frequency

Provides vibration isolation and shock attenuation. Corrosion

Resistant Steel

Black oxide finished steel stud and nuts standard.

Temperature & Transmissibility

Operating temperature -20°F to 180°F (-30°C to 82°C). Transmissibility at resonance 8:1.

Max load Max

(lbs) Deflection

LMS-12042 400 0.1 1/2-13 0.75 1.63 3 0.77 2

LMS-12044 400 0.1 1/2-13 0.75 1.63 3 0.77 4

LMS-12082 800 0.1 1/2-13 0.75 1.63 3 0.77 2

LMS-12084 800 0.1 1/2-13 0.75 1.63 3 0.77 4

LMS-12122 1200 0.1 1/2-13 0.75 1.63 3 0.77 2

LMS-12124 1200 0.1 1/2-13 0.75 1.63 3 0.77 4

LMS Unified ANSI (Inches)

Part No. A B C D E F



Max load Max B C D E F

kg Deflection mm mm mm mm mm

LMS-M112042 180 2.5mm M12x1.75 19 41 76 19.6 51

LMS-M112043 180 2.5mm M12x1.75 19 41 76 19.6 84

LMS-M112082 360 2.5mm M12x1.75 19 41 76 19.6 51

LMS-M112083 360 2.5mm M12x1.75 19 41 76 19.6 84

LMS-M112122 550 2.5mm M12x1.75 19 41 76 19.6 51

LMS-M112123 550 2.5mm M12x1.75 19 41 76 19.6 84

LMS Metric (mm)

Part No. A


