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03.66

3-910SL Dual Hook SNAP-LINE
   

Tool-less installation, IP65, Flat rods

Product Notes:
• Dual hook SNAP-LINE for system 

dimension 5 and bending 8
• Closed version
• Unlike the dual hook open version 

(3-960SL), a different RH or LH 
version is required

• Installation by a simple push into the 
cutout

• Water and dust tight according to 
IP65, DIN EN 60529

Material:
• Dual hook: Zinc Die, Black
• Snap wedges: Sintered Metal, Plated
• O-Ring: NBR/ Perbunan

Clamping Range 1 RH (as drawn) LH See Page
Dual Hook 1.2 - 1.7 408-9104.00-00015 408-9105.00-00015

1.7 - 2.2 408-9104.00-00020 408-9105.00-00020
2.2 - 2.7 408-9104.00-00025 408-9105.00-00025
2.7 - 3.2 408-9104.00-00030 408-9105.00-00030

Other 1  dimension on request
Optional:
Water and dust tight according to IP65 by:
O-ring 24x2mm 200-1005.00-02420 200-1005.00-02420

Cover for cutout 30x14mm 292-0402.00-03014 292-0402.00-03014 10.14
Reinforcement plate for cutout 30x14 and 
30x15mm

292-0701.15-01530 292-0701.15-01530 10.16

Tool for uninstallation 292-0306.80-02530 292-0306.80-02530 10.17
Tool for uninstallation 292-0301.15-00000 292-0301.15-00000 10.17

• PA - see Product System 3-910 and 
3-912

• Other tool-less installation - see 
Product System 3-960SL

• Stainless steel - see Product System 
7-910


